Type of product

Material

Weight
Dimensions (mm)

Coil voltage and power

Starter voltage and
power

Electrical connections

Inlet connection

Outlet connection

Engine power

» LOVATO

LOVATO REDUCER RANGE — TECHNICAL DATA

LPG reducer for traditional
systems for carburator and
injection cars

Die cast aluminium body
and steel covers

1,97 kg
190 x 115 x 195

12V DCH7 W

faston

M10 pipe o 6 mm

adjustable fitting @ 19 mm

up to 90 kW

LPG reducer for traditional
systems for carburator and
injection cars

Die cast aluminium body
and steel covers

1,95 kg
190 x 115 x 195

12V DCH7 W

faston

M10 pipe o 6 mm

adjustable fitting g 19 mm

up to 140 kW

LPG reducer for traditional
systems for carburator and
injection cars

Die cast aluminium body
and steel/aluminium covers

2,39 kg
195 x 130 x 195

12V DCH7 W

faston

M10 pipe o 6 mm

adjustable fitting @ 19 mm

up to 220 kW

LPG reducer for
traditional systems for
carburator cars

Die cast aluminium body
and steel covers

1,89 kg

180 x 125 x 195

12V DC/42 W

faston

M10 pipe @ 6 mm

adjustable fitting @ 19 mm

up to 90 kW

LET THE BLUE DRIVE YOU

LPG reducer for
traditional systems for
carburator cars

Die cast aluminium
body and steel covers

1,80 kg

180 x 125 x 195

12V DC/42 W

faston

M10 pipe o 6 mm

adjustable fitting o 19
mm

up to 140 kW



